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| NTRODUCTI ON

Hawai i has a hum d environnent. Reference TM 785. For various
| ocations in Hawaii, our exterior anmbient design condition for a
majority of locations in the State of Hawaii is 86 degrees F at

61% RH. Conditioning of indoor spaces is required year-round.

Per TM 785, we have 0 heating degree days. Wth the requirenent
to provide year-round cooling, and an anbient environnent that is
hum d during a majority of the year, we are faced with a
chal l enge to provide an i ndoor environnent that provides
appropriate confort cooling, sufficient ventilation air for

heal th, and acceptable humdity control.

Several design references contain instructions on how to provide
air conditioning in humd environnments. Comonly used in Pacific
Ccean Division are:

1. Arny ETL 1110-3-455 titled, AHum dity Control for Barracks
and Dormtories in Hum d Areas(.

2. Air Force ETL 93-2 titled, ADormtory Criteria for Hum d
Ar eas.

3. AAi r-conditioned Building in Humd dimtes, Quidelines for

Desi gn, Operation, and Mintenancefl i ssued by Sout hern Divi sion,
Naval Facilities Engineering Comrand.

4. AMol d and M|l dew in Hotel and Motel Guest Roons in Hot &
Hum d Cli mates@ by the Anmerican Hotel and Motel Assc.

5. ASHRAE Technical Bulletin titled AControl of Humdity in
Bui | di ngsd.

A comon chal lenge that we in POD face is noisture infiltration
into the conditioned space through unconditioned air sources
(infiltration through [ eaks or intentional introduction by
design). This infiltration results in unacceptable humdity
levels in the conditioned space. One major problemthat

mani fests itself is the formation of nold and m | dew, which
creates mai ntenance as well as potential health problens for the



occupants. Fromthe above references, humdity levels in the
60% 93% RH range and a tenperature wi ndow of 77 degrees F to 86
degrees F, are ideal for the propagation of nold and m | dew.

WAR STORI ES

PRQIECT: FY 91 MCP DORM TORY, HI CKAM Al R FORCE BASE, HAWAI
CUSTOVER: US Al R FORCE PACI FI C COVWAND

In a property exchange arrangenent, the State of Hawaii built a
Dormtory for the Air Force at Hickam Air conditioning of the
i ndi vidual roonms was provided by fan coil units (FCU. PACAF
instructed Corps designers to copy the State of Hawaii Dorm

Project. Corps reviewers cited the custonerss own criteria (AF
ETL 93-2) that specifically disallowd the use of fan coil units
for AC. Custoner directed designer to copy state design. Soon
after the conpletion of the FY91 Dorm (the first of several new
and renovat ed dorns that POD produced for the Air Force), the
occupants began to find nold and m | dew on interior surfaces of
the dormroons. POD was called in to assess the problem

Determ nation was nade that the air conditioning strategy (fan
coil units with unconditioned outside air for ventilation/ nake
up) did not adequately control humdity |levels within the

i ndi vidual dormroons. As a result, nold and m | dew growh
occurred. One recomrendati on was the possible use of new fan
coil units being produced to control humdity for the hotel
industry in Florida. (Discuss Prototype FCU) User has not

deci ded on what course of action they will take. However, they
concur that original recommendation to foll ow AF ETL shoul d have
been fol | oned.

Lesson | ear ned

Al though the custonmer is always right, we need to be patient, and
educate themto show themwhat is right.



PRQIECT: FY88 MCP ALTER ELECTRI C PONER PLANT, KAENA PO NT
SATELLI TE TRACKI NG STATI ON, HAWA|
CUSTOMER: US Al R FORCE SPACE COVIVAND

Project consisted of converting one existing building (fornmerly a
mai nt enance shop) into a UPS Equi pnrent room Contractor

conpl eted the room and user installed UPS equi pnent under a
separate contract. The new AC systemthat Corps contractor
installed was put into operation. It was designed to maintain a
tenperature setpoint of 60 degrees F (nostly sensible |oad).
Shortly thereafter, roomwas overrun with trenendous nol d/ m | dew
grow h. Every acoustical ceiling tile in the roomhad turned
charcoal color and warped. Interior cnu walls covered with
mldew PODcalled in to assess. It was found that severa
probl ens existed. Designer failed to recognize existing roof
penetrations that were already part of the existing building,

whi ch al |l owed uncontrol |l ed unconditioned air novenent into the
space. Existing double doors on the windward side to the
bui | ding had no weather treatnment. Kaena Point is known for its
consi stent strong winds. Again, uncontrolled unconditioned air
novenent into the space. The new AHU had several penetrations
into the equi pnent casing for control wiring and refrigerant

pi ping. Although required by contract to be seal ed, they were
not. These were |located on the suction side of the fan
downstream of the cooling coil. Unconditioned air was being
drawn into the supply air system and blown into the space.

Sling psychroneter readings revealed RHin the 80% 90% r ange.
Tenperatures were recorded in the high 60s. Contractor corrected
AHU def i ci enci es, Customer seal ed doors, and Governnent issued
change to have all roof penetrations seal ed. Problemwas

resol ved

Lesson | ear ned
Proper design nust exam ne not only heat |oad, but also

investigate air | eakage sources especially on retrofits. QAN QC
nmust ensure proper installation of equipnent.



PRQIECT: STOP LEAKI NG | N WAREHOUSE, BUI LDI NG 160, TRI PLER ARMY
MEDI CAL CENTER, HAWA|
CUSTOVER: US ARWY MEDI CAL COMVAND

Project required installation of several walk in refrigerators,

i ncl udi ng one that would provide an interior space held at 50
degrees F and 30%relative humdity for the purpose of nedical
filmstorage. The design strategy was to use special |ow
tenperature dehumdifiers to nmaintain the low RH Once these
refrigerators were conpleted, the contractor was required to test
each reefer to ensure that the design tenperature and humdity
setpoints were achieved. Contractor was unsuccessful in
obtaining the desired 50 degree F/30% RH condition in the film
reefer. QA rep noted that condensation was observed inside this
reefer at the seans in the reefer panels. Contractor tightened
up reefer and condensati on probl emresolved. However, relative
humdity in the box was still rnuch higher than the 35% RH
specified (in the 70%range). POD called in to assess. For fear
of nold/ ml|dew formati on, and because of schedule inpact to the
custoner, quick resolution was a high priority. Possible sources
of infiltration were exam ned. No signs of condensation at door,
panel seans, or light fixtures. Condensate drain in the reefer
whi ch was | ocated under the FCU between the two dehum di fiers was
exam ned. Test was perfornmed to seal the drain (to elimnate

noi sture introduction fromthe drains trap). Condensation from
the FCU and the two dehum difiers was renoved manually. Still no
i nprovenent in humdity control. |In an attenpt to see if the
dehum difiers were operating properly, QA was directed to observe
dehum difier operation. D dthe two units cycle on an off, or
did they run continuously? QA rep reported that the two | ow
tenperature dehumdifiers cycled on and off. Manufacturer:-s
operating instructions were then reviewed. At that point
contractor called in to correct humdity setpoint adjustnent on
the two units to lower the humdity in the reefer. The
contractor had not bothered to select the proper humdity
setpoint for each dehum difier, and had installed themAas i s

out of the box. This resolved the problem

Lesson | ear ned

Go back to the basics. Mke sure that all equipnent is operating

properly before other tests are done. Read the manufacturer:s
installation instructions.



CONCLUSI ONS

Al though air conditioning design is a mechanical discipline, |et
us not forget that architectural features of buildings definitely
affect the ability of the AC equi pnent to provide the desired
quality of the indoor environment. Mechanical designers need to
coordinate wth all other disciplines, especially architects, to
ensure that all aspects of the building have been consi dered.
When dealing with renovation/retrofit projects, field

i nvestigations need to be thorough to ensure that all sources of

| eakage through the building envel ope have been properly

addressed. Designerzs need to educate the custoner to ensure

that the custoner understands what is technically required, so
that the customer wll make the right choices. Contract
docunents (plans and specifications) need to be tight so that the

desi gner=s intended end product can be built. Lastly, a solid
desi gn i s neani ngl ess unl ess proper QA QC delivers the correct
pr oduct .

SOVETHI NG TO THI NK ABOUT

Liability is or should be of great concern to the designer,

desi gn agent and buil ding ower. Attachnent A shows a |isting of
the type of spores found on one project in which humdity control
was poor. H gh humdity in the occupied spaces resulted in the
formati on of major nold and m | dew contam nation. It was

determ ned that the abundance and type of spores found posed a
health threat to those that would performrepair to the damaged
interior. These workers were then required to wear personnel
protective gear including HEPA face masks and tyvek suits.

| magi ne what woul d happen if soneone got sick.
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